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SaleS DeScription  

 9 Cutting thickness (max): 180 mm.
 9 Cutting speed: 16 m/seg.

Machine to cut bones and frozen food.
 9 Fully made of stainless steel.
 9 Ideal for food retailers and collective dining facilities.
 9 Detachable scrap pan.
 9 Easy-to-extract blade scraper.
 9 Safety switch on the door.
 9 Easy to clean.
 9Machine certified in conformity with hygiene and safety CE regula-
tions and specific product standards.

SpecificationS

Blade length: 1820 mm x 16 mm
Scope of cut: 249 mm
Cutting thickness (max).: 180 mm
Single Phase: 950 W
Three phase: 1150 W
Motor revolutions: 1450 rpm
Cutting speed: 16 m/seg
Work surface dimensions: 400 mm x 470 mm
External dimensions (W x D x H)

 9Width: 435 mm
 9Depth: 470 mm
 9Height: 958 mm

Net weight: 35 kg 
Noise level (1m.): 79 dB(A)
Crated dimensions 
600 x 530 x 1200 mm 
Gross weight: 50 kg

available MoDelS

5150030 Bone saw SH-182 230-400/50/3

5150035 Bone saw SH-182 230/50/1

5150033 Bone saw SH-182 380/60/3

5150037 Bone saw SH-182 220/60/1

5150032 Bone saw SH-182 220/60/3

5150034 Bone saw SH-182 380/60/3N KSA
* Ask for special versions availability  
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BONE SAW SH-182
Scope of cut: 249 mm.
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